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Needs - TMC

Needs - TomTom

Needs - SkyComp

Number Corridor MLSP Tier = = = = = =
Speed Duration Distance Speed Duration Distance Duration (hrs) Distance
1 I-75N Tier 1 < 25 mph 2-4 15 < 25 mph 2-4 16 2-4 14
2 I-75 S Tier 2 < 25 mph 2-4 10 <25 mph 2-4 12 2-4 15
3 I-85 N Tier 1 < 25 mph 2-4 10 < 25 mph 2-4 17 2-4 20
4 1-85 S Tier 3 > 45 mph <1 0.5 > 45 mph <1 0 <1 0
5 1-20 E Tier 2 n.a. n.a. n.a. < 25 mph 2-4 12 2-4 £l
6 1-20 W Tier 2 n.a. n.a n.a. 25 - 35 mph 2-4 10 2-4 7
7 1-285 S Tier 3 > 45 mph <1 0 > 45 mph 1-2 5 <1 0
8 1-285 E Tier 1 < 25 mph 2-4 13 25 - 35 mph 2-4 13 2-4 13
£l 1-285 N Tier 1 <25 mph 4-6 13 n.a. n.a n.a 2-4 13
10 1-285 NW Tier 2 < 25 mph 2-4 10 25 - 35 mph 2-4 10 1-2 10
11 1-285 SW Tier 3 > 45 mph <1 0 35 - 45 mph 1-2 2 <1 0
12 SR 400 Tier 1 <25 mph 4-6 15 <25 mph 2-4 22 2-4 25
13 I-75 Inside Tier 2 < 25 mph >6 18 < 25 mph >6 15 >6 14
14 1-85 Inside Tier 2 < 25 mph >6 19 <25 mph >6 13 >6 12
15 1-20 Inside Tier 2 < 25 mph <1 £l 35 - 45 mph 2-4 5 2-4 6
16 SR 400 Inside Tier 2 n.a. n.a. n.a. <25 mph 4-6 5 1-2 5
17 SR166 Landford Parkway Tier 2 > 45 mph <1 0 > 45 mph 1-2 2 <1 0
18 1-575 Tier 2 < 25 mph 2-4 7 n.a. n.a. n.a 2-4 11
19 1-675 Tier 3 n.a. n.a. n.a. > 45 mph 1-2 1 1-2 B]
20 1-985 Tier 3 n.a. n.a n.a. > 45 mph 1-2 3 <1 0
21 SR 316 Tier 3 n.a. n.a. n.a. < 25 mph 2-4 6 2-4 3
22 UsS 78 Tier 3 35 - 45 mph 1-2 6 35 - 45 mph - 6 8
23 Peachtree Industrial Blvd Tier 3 35 - 45 mph 1-2 3 35 - 45 mph - 2 3




Access Locations — 1-20 East

m  What are the initial access points that should be considered?

—
Georgia Department of Transportation

Flat Shoals Rd. 1-285 Turner Hill Rd. Salem Rd.
Lloyd Rd. Wesley Chapel Rd. West Ave. Almon Rd.
Moveable Barrier __ _P.'\%"'y
Scenario Initial 4 . ':' [ | | 5(
Access Points ’ \ ‘ ‘
Existing EB HOV lane is used as WB Moveable Barrier lane during AM only
Existing WB HOV lane is used as EB Moveable Barrier lane during PM only
1-285 Turner Hill Rd. Salem Rd.
Lloyd Rd. Wesley Chapel Rd. Klondike Rd. West Ave. Almon Rd.
Dynamic Flex Lane
Scenario Initial 4 ¥ESS === == 'L:H L - =) >
Access Points ‘ — —
Existing HOV Lanes
Plunkett Rd./
1-285 Miller Rd. Iris Dr. Salem Rd.
Wesley Chapel Rd. Klondike Rd. Turner Hill Rd. West Ave. Almon Rd.
1
1
i
1
New Lane '
Scenario Initial *: >
Access Points |
1
i
Existing HOV Lanes
* .
See I-20 East Inside 1-285
Segment Length I 4 miles I 9 miles I 8 miles 1
Flat Shoals Rd. 1-285 Turner Hill Rd.

Salem Rd..
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Not to Scale

‘System to System
‘ Full Drop Ramp
q Half Drop Ramp

—J Direct Merge

> Terminal Slip Ramp



Access Locations — |1-20 West

Atlanta Regional

MANAGED LANES
Implementation Plan
= — —_
m  What are the initial access points that should be considered?

Georgia Department of Transportation

Prestley Mill Rd. Mt. Vernon Rd. Six Flags Dr.
Post Rd. Bright Star Rd.

Factory Shoals Rd. Fulton Industrial Blvd. 1-285

Not to Scale
Moveable Barrier
Scenario Initial

S| <
Access Points

PM Only

Prestley Mill Rd. Mt. Vernon Rd.

Six Flags Dr.
Post Rd. Bright Star Rd. S Burnt Hickory Rd

Factory Shoals Rd. Fulton Industrial Blvd. 1-285

Dynamic Flex Lane

Scenario Initial 5 ]

Access Points

I

»<

Prestley Mill Rd. Mt. Vernon Rd. Six Flags Dr.
Post Rd. Bright Star Rd. Factory Shoals Rd. Fulton Industrial Blvd. 1-285
-
New Lane '
Scenario Initial > Svstem o Syt
i stem to System
Access Points Y y
‘ Full Drop Ramp
4 Half Drop Ramp
—J Direct Merge
> Terminal Slip Ramp
12 miles 5 miles 4 miles
Segment Length } I } I
Post Rd. Mt. Vernon Rd. Six Flags Dr.

1-285



Access Locations — 1-285 East

m  What are the initial access points that should be considered?

1-85

Moveable Barrier
Scenario Initial
Access Points

Planned
Revive285

1-85

Dynamic Flex Lane
Scenario Initial
Access Points

Henderson Rd.

PM Only

X

us 78

Durham Park Rd.
N. Decatur Rd.

Redan Rd.

Atlanta Regional
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—
Georgia Department of Transportation

Glenwood Rd. 1-20

é@.

Not to Scale

Henderson Rd.

us 78

—

Durham Park Rd.

N. Decatur Rd. Redan Rd.

<

Glenwood Rd. 1-20

Planned
Revive285

1-85

New Lane
Scenario Initial
Access Points

Henderson Rd.

us 78

Durham Park Rd.

N. Decatur Rd. Redan Rd.

>

Glenwood Rd. 1-20

Planned
Revive285

Segment Length |

6 miles

6 miles

‘System to System
‘ Full Drop Ramp
4 Half Drop Ramp

—J Direct Merge

> Terminal Slip Ramp

uS 78

[
Glenwood Rd. 1-20

‘ 2 miles |
]



Access Locations — |1-285 West

Atlanta Regional

MANAGED LANES

Implementation Plan
= — —_
Lo . . Georgia Department of Transportation
m  What are the initial access points that should be considered?
Mt. Wilkinson Pkwy. DL Hollowell Pkwy. @
I-75 L. Cumberland Blvd. Orchard Rd. Church Rd. Bolton Rd. 1-20
Existing Not to Scale
/ HOV Lanes

Moveable Barrier PM Only
Scenario Initial X | | 5(
Access Points /

Planned \ .

Revive285 Under Construction as part

of NWC Reversible Lanes

Mt. Wilkinson Pkwy.

DL Hollowell Pkwy.
I-75 Cumberland Blvd. Orchard Rd. Church Rd. Bolton Rd. 1-20
Existing
/ HOV Lanes
Dynamic Flex Lane
Scenario Initial ) ) - .4
Access Points /
Plaqned Under Construction as part
Revive285 of NWC Reversible Lanes
Mt. Wilkinson Pkwy. DL Hollowell Pkwy.
I-75 Cumberland Blvd. Orchard Rd. Church Rd. Bolton Rd. 1-20
Existing
HOV Lanes
New Lane
Scenario Initial ] Svster to Syt
. m m
Access Points / ysiem o Syste
\ ‘ Full Drop Ramp
;Ian_nezdss Under Construction as part
evive of NWC Reversible Lanes
Half Drop Ramp
—J Direct Merge
> Terminal Slip Ramp
5 miles 5 miles
Segment Length I } I
I-75 Church Rd. 1-20



Access Locations — |I-75 South

m  What are the initial access points that should be considered?

Atlanta Regional
MANAGED LANES
Implementation Plan

—
Georgia Department of Transportation

Eagles Landing
Forest Pkwy. SR 138 Pkwy. SR 20
1-285 Mt. Zion Blvd. 1-675 Jonesboro Rd. SR 155 SR 16
Not to Scale
Moveable Barrier PM Only o
Scenario Initial | >
Access Points / \
Existing "
HOV Lanes Programmed Reversible Managed Lane (2013)
Eagles Landing
Forest Pkwy. Morrow Rd./Poplar SR 138 Pkwy. SR 20 Bill Gardner Pkwy.
1-285 Springs Rd. SR 54 Mt. Zion Blvd. 1-675 Jonesboro Rd. SR 155 SR 16
Dynamic Flex Lane
Scenario Initial =
Access Points
Existing Programmed Reversible Managed Lane (2013)
HOV Lanes
Eagles Landing
Forest Pkwy. Morrow Rd./ Poplar Pkwy. SR 20 Bill Gardner Pkwy.
Springs Rd. Jonesboro Rd. SR 155 SR 16

New Lane
Scenario Initial
Access Points

(Bi-Directional and
Reversible Lane

1-285 Mt. Zion Blvd. 1-675
. e
=) @ >

‘System to System
‘ Full Drop Ramp
4 Half Drop Ramp

—J Direct Merge

> Terminal Slip Ramp

Scenarios)
Existing
HOV Lanes \
Requires further evaluation
Segment Length I 11 miles I 11 miles | 11 miles |

1-285 1-675

SR 155 SR 16



Access Locations — |-85 North
m  What are the initial access points that should be considered?

Hamilton

Mill Rd. Old Norcross Rd.

SR 211 SR 316 Pleasant Hill Rd.

SR 20 1-985 Old Peachtree Rd.

Moveable Barrier
Scenario Initial

Atlanta Regional
MANAGED LANES
Implementation Plan

Georgia Department of Transportation

Chamblee Tucker Rd.
1-285

Center Way

é@.

Not to Scale
Existing HOV Lanes

Access Points

|
]

Programmed HOT3+

Existing HOT3+ Lane
Lane Extension (2015)

Dynamic Flex Lane
Scenario Initial
Access Points

Screened Out From Further Analysis

Planned Revive285
Connection

Hamilton
Mill Rd. Old Norcross Rd. Chamblee Tucker Rd.
SR 211 SR 20 1-985 Old Peachtree Rd. SR 316 Center Way 1-285
Indian Trail Existing HOV Lanes
New Lane Park & Ride
Scenario Initial
Access Points
(Programmed HOT3+ i
Lane Extension and i / ‘System to System
One New Lane) i
Programmed HOT3+ Adds 2" Managed Lane Planned Revive285 Full Drop Ramp
Lane Extension (2015) Connection
* 4 Half Drop Ramp
See 1-85 North Inside
—J Direct Merge
Segment Lenath ‘ 13 miles I 7 miles I 10 miles I 1 mile | >< Terminal Slip Ramp
9 9 [ I I I |
SR 211 1-985 SR 316 1-285  Chamblee

Tucker Rd.



Atlanta Regional

Access Locations — |1-85 North Inside 1-285 wiama pegonal

jm Implementation Plan
m  What are the initial access points that should be considered?

—
Georgia Department of Transportation

1-285 Chamblee Tucker Rd. Shallowford Rd.

Clairmont Rd. N. Druid Hills Rd. Cheshire Bridge Rd. €®-

Not to Scale
Moveable Barrier

Scenario Initial

* | >
. 4 -_— -
Access Points PM Only

Downtown Connector
Existing HOT3+ Lanes SR 400 1-75
Existing HOV Lanes
1-285 Chamblee Tucker Rd. Shallowford Rd. Clairmont Rd. N. Druid Hills Rd. Cheshire Bridge Rd.

Dynamic Flex Lane

Scenario Initial 7 ><

Access Points

Downtown Connector
SR 400 I-75
Existing HOT3+ Lanes

Existing HOV Lanes

New Lane

S ne Screened Out From Further Analysis
cenario Initial
Access Points

‘System to System
‘ Full Drop Ramp

4 Half Drop Ramp
Direct Merge
* 1
See |-85 North

> Terminal Slip Ramp
| 5 miles ‘ 3 miles ‘
1 |
|-285

I
Clairmont Rd. Cheshire Bridge Rd.




Atlanta Regional

Access Locations — I-20 East Inside 1-285 tiania Fegional

m‘ Implementation Plan
m  What are the initial access points that should be considered?

—
Georgia Department of Transportation

Moreland Ave. Wyman St. / Maynard Fayetteville Rd. Wesley Chapel Rd.
1-75/1-85 Boulevard Terrace SE 1-285
Not to Scale
. PM Onl
Moveab_le B_a!rler y D - - L L L ] +
Scenario Initial > , *
Access Points |
Existing HOV L Existing EB HOV lane is used as WB Moveable Barrier lane during AM only;
Xisting anes Existing WB HOV lane is used as EB Moveable Barrier lane during PM only.
Moreland Ave. Wyman St. / Maynard Fayetteville Rd. Wesley Chapel Rd.
1-75/1-85 Boulevard Terrace SE 1-285
Dynamic Flex Lane
Scenario ita = gy ey S eyl
Access Points
Existing HOV Lanes
New Lane 1
ne Screened Out From Further Analysis
Scenario Initial

Access Points

‘System to System
‘ Full Drop Ramp

4 Half Drop Ramp
Direct Merge
*
See I-20 East

> Terminal Slip Ramp

5 miles 5 miles
Segment Length I I l
1-75/1-85 Fayetteville Rd.

1-285



Access Locations — SR 400 Inside 1-285

m  What are the initial access points that should be considered?

Moveable Barrier
Scenario Initial
Access Points

1-285  Glenridge Conn.

Screened Out From Further Analysis

Wieuca Rd. Lenox Rd. 1-85

Dynamic Flex Lane

Scenario Initial Sa =

Access Points | ‘ ‘

1-285 Glenridge Conn. Lenox Rd. 1-85
New Lane _
Scenario Initial | L ! L
Access Points ‘ ‘
1 miles 4 miles 2 miles
Segment Length I } I I
1-285 Glenridge Conn. Lenox Rd.

—
Georgia Department of Transportation

Atlanta Regional

MANAGED LANES
Implementation Plan

é@.

Not to Scale

‘System to System
‘ Full Drop Ramp
4 Half Drop Ramp

—J Direct Merge

> Terminal Slip Ramp



Access Locations — SR 400 Outside

Atlanta Regional

Implementation Plan
= —_
m  What are the initial access points that should be considered?

—
Georgia Department of Transportation

é@_

Not to Scale
Moveable Barrier

Scenario Initial

Screened Out From Further Analysis
Access Points

Haynes Bridge
SR 20 McFarland Rd. Windward Pkwy. Rd. Riverside Rd. Spalding Dr. 1-285

Dynamic Flex Lane

Scenario Initial >

Access Points ‘
Planned Revive285
Connection

Maxwell Rd./Kimball Mansell Rd.
Bridge Rd.  Haynes Bridge
SR 20 McFarland Rd. Windward Pkwy. .

Riverside Rd. Spalding Dr. Mt Vernon Rd. 1-285

Rd
T NF ol i ‘ System to System

f ‘ Full Drop Ramp
Proposed CD

System Planned _Revive285 Half Drop Ramp
Connection

—J Direct Merge

New Lane
Scenario Initial

Access Points T

> Terminal Slip Ramp
s L h | 6.9 miles | 2.9 miles | 2.1 miles | 0.7 miles ‘ 1.9 miles | 2.3 miles |
egment Lengt

4.0 miles ‘

1.9 miles ‘ 1.3 miles I
| |
SR 20 McFarland Rd. Windward Pkwy.

| I | | ] T |
Maxwell Haynes Mansell Rd. Riverside Rd. Spalding Dr. Mt Vernon Rd. 1-285
Rd./Kimball Bridge Rd
Bridge Rd.



Access Locations — |1-85 South Inside 1-285

m  What are the initial access points that should be considered?

Moveable Barrier
Scenario Initial
Access Points

Screened Out From Further Analysis

Georgia Department of Transportation

Virginia Ave. Campcreek Pkwy.
I-75S Willingham Dr. Loop Rd. 1-285
Dynamic Flex Lane
Scenario Initial >& ><
Access Points
1-75/1-85 \
Existing HOV Lanes
Virginia Ave. Campcreek Pkwy.
1-75S Willingham Dr. Loop Rd. 1-285
1
1
|
1
New Lane '
Scenario Initial ’
Access Points i
I-75/1-85 \ !
1
Existing HOV Lanes
| 3 miles ‘ 3 miles |
Segment Length I ‘ |
I-75S8

Virginia Ave.

1-285

Atlanta Regional

MANAGED LANES
Implementation Plan

é@.

Not to Scale

Full Drop Ramp

4 Half Drop Ramp

—J Direct Merge

‘ System to System

> Terminal Slip Ramp



Access

Locations — SR 316

m  What are the initial access points that should be considered?

Moveable Barrier
Scenario Initial
Access Points

Dynamic Flex Lane
Scenario Initial
Access Points

New Lane
Scenario Initial
Access Points

Segment Length

Screened Out From Further Analysis

Screened Out From Further Analysis

—
Georgia Department of Transportation

Herrington Rd. i Walther Blvd. Hurricane Trail Drowning Creek Rd.  Carl Bethlehem Rd. Harrison Mill Rd.
Lawrenceville
1-85 Suwanee Rd. Hi Hope Rd. Harbins Rd. Kilcrease Rd. Harry McCarty Rd.
I 5 miles | 12 miles ‘ |
I | [ |
I-85 Lawrenceville Kilcrease Rd.
Suwanee Rd.

Harrison Mill Rd.

Atlanta Regional
MANAGED LANES
Implementation Plan

Not to Scale

‘System to System
‘ Full Drop Ramp
4 Half Drop Ramp

—J Direct Merge

> Terminal Slip Ramp



Access Locations — US 78

m  What are the initial access points that should be considered?

Moveable Barrier
Scenario Initial
Access Points

Dynamic Flex Lane
Scenario Initial
Access Points

New Lane
Scenario Initial
Access Points

Segment Length

Jefferson Davis Dr.

<

Jefferson Davis Dr.

1-285 Brockett Rd. ldlewood Rd. Juliettte Rd.
PM Only
~
N | |
1-285 Brockett Rd. ldlewood Rd. Juliettte Rd.
: g PR
1-285 Brockett Rd. ldlewood Rd. Juliettte Rd.

Jefferson Davis Dr.

3 |
i

| 3 miles | 6 miles
]

1-285 Idlewood Rd.

[
Jefferson Davis Dr.

—
Georgia Department of Transportation

Atlanta Regional

MANAGED LANES
Implementation Plan

Not to Scale

‘System to System
‘ Full Drop Ramp
q Half Drop Ramp

—J Direct Merge

> Terminal Slip Ramp



